Background: Powered exoskeleton can improve the mobility for people with movement deficits by providing mechanical support and facilitate the gait training. This pilot study evaluated the effect of gait training using a newly developed powered lower limb exoskeleton robot for individuals with complete spinal cord injury (SCI). Methods: Two participants with a complete SCI were recruited for this clinical study. The powered exoskeleton gait training was 8 weeks, 1 h per session, and 2 sessions per week. The evaluation was performed before and after the training for (1) the time taken by the user to don and doff the powered exoskeleton independently, (2) the level of exertion perceived by participants while using the powered exoskeleton, and (3) the mobility performance included the timed up-and-go test, 10-m walk test, and 6-min walk test with the powered exoskeleton. The safety of the powered exoskeleton was evaluated on the basis of injury reports and the incidence of falls or imbalance while using the device.
Background
For patients with spinal cord injury (SCI), the loss of mobility has a major effect on their daily life. Therefore, regaining functional mobility is highly desirable for people with SCI and is considered the top priority in rehabilitation treatments. Individuals with middle-or low-level thoracic SCI who are classified as ASIA Impairment Scale (AIS) A can perform functional activities such as sit-to-stand and walking while wearing a kneeankle-foot orthosis (KAFO) and using assistive devices such as walkers or forearm crutches. However, walking with a KAFO is impractical in daily life because of the high energy expenditure and high level of skill required. For instance, the energy cost associated with bilateral-KAFO ambulation is 43% and 38% higher than that associated with wheelchair locomotion and normal walking, respectively [1] . In addition, high energy costs and inefficient walking (e.g., low walking speed) have been proposed to be the main factors for low compliance with the use of the ambulatory orthoses such as KAFOs [2] . Therefore, the goal of the assistive device is to reduce the level of exertion perceived by the users [3, 4] .
When wearing a KAFO and using forearm crutches, individuals with paraplegia must rely only on his or her upper extremities to provide the extending moments required for lifting the upper body up and off the chair during sit-to-stand. Similarly, to walk with aids such as forearm crutches, individuals with paraplegia must rely heavily on their upper extremities to support their body weight while simultaneously ensuring smooth weight transfer to maintain their balance. Such movement patterns are not only inefficient, but they also potentially impose high joint loads on the shoulder and wrist [5] , which can lead to subsequent upper extremity pathologies [6] . The required skill level with multiple muscles [7, 8] and joints and safety issues associated with performing such activities with compensatory movement patterns are also notable concerns.
Wearable powered exoskeleton robots have been developed to provide functional mobility to paraplegic patients [9] . Such an exoskeleton has several advantages over traditional KAFO or passive exoskeleton [10, 11] . For instance, motors at the hip and knee joints provide the hip and knee extending moments required for common functional activities such as sit-to-stand and walking. Therefore, patients can perform sit-to-stand and walking using a near-normal movement pattern rather than a compensatory movement pattern, which causes potential injury to their body. Hence, a lower skill level and lower energy are required to perform those functional activities with the assistance of the exoskeleton.
Commercialized exoskeletons have been developed for paraplegia such as the HAL [12] , ReWalk [13] , and EKSO [14] . HAL is working with active leg motion and they use an electromyography (EMG) measure to trigger the motion. However, the use of EMG is disputable. The EMG signal can be hard to interpret because of abnormal muscles activities; therefore the positioning is delicate for measurement. The link between the motion and the EMG is hard to define and not suitable for the population of complete SCI with statistics. ReWalk and EKSO are specially designed for SCI. However, the ankle joints of exoskeleton are completely passive, the balance stability is achieved by the user through the use of crutches and the leg motion. Moreover, the trigger button is set on a watch, and it is difficult to push the button and control crutches at the same time. Other muscle-driven exoskeleton was also developed which combined functional neuromuscular stimulation to activate the paralyzed muscles and generate joint torques for limb movements [15] .
Although exoskeletons have been gradually introduced for both therapeutic training and personal use, the training effect and a standard training protocol are yet to be established. An exoskeleton must be safe, easy to use, and provide functional mobility to users without imposing high demands on them. For instance, the lower limbs of patients are forced to fit the shape of the exoskeleton to ensure a strong combination. A buckling force may be generated at the lower limbs because of the interactive effect between the restrict force and ground reaction force. To transfer the body from a wheelchair to an exoskeleton is difficult for and individual with complete SCI, because he or she must squeeze his or her body into the exoskeleton when donning the exoskeleton.
Therefore, to improve all aforementioned issues, the purpose of this study was to evaluate the feasibility and safety a newly developed lower limb powered exoskeleton robot by comparing it with a traditional KAFO when performing functional activities in individuals with a complete SCI, after an 8 weeks of gait training.
Methods

Lower limb powered exoskeleton robot
The powered exoskeleton was designed to provide full kinetic energy to assist paraplegic SCI patients with walking. Fig. 1 depicts the structure of the powered exoskeleton. According to Kim et al., the knee joint should provide a normalized peak torque of approximately 0.75 Nm/kg to accomplish sit-to-stand with arm support [16] . Crowell III et al. stated that the hip joint should provide a normalized peak torque of approximately 1.1 Nm/kg when walking at a normal speed. Moreover, the hip joint should allow for a sufficient walking speed of up to 1.0 m/s [17] . According to these criteria, a set commercial flat motors and speed reducers were used to construct the actuator for the hip and knee joints. The actuator can generate a rated torque of 35 Nm and a peak torque of more than 100 Nm for a 90-kg patient while walking and performing a stand-tosit movement. The powered exoskeleton weighs only 20 kg (including the battery system) and allows for a maximum walking speed of 1.0 m/s.
To improve the usability, there are 3 special design criteria of the powered exoskeleton for users with SCI: convenient, safe, and burden-free use. These 3 criteria are described in details as follows:
Convenient to use
As shown in Fig. 2 , the legs of the powered exoskeleton can rotate at the waist part. For individuals with SCI, this is a convenient feature for transferring between the powered exoskeleton and a wheelchair; and also for donning and doffing the powered exoskeleton independently. In addition, individuals with SCI can initiate the movement themselves by using a remote controller embedded in the handle part of the forearm crutches, instead of using a wristband. There are three motion modes for the powered exoskeleton: sit-to-stand, walking, and stand-to-sit. Sit-to-stand motion mode is the powered exoskeleton helps individuals with SCI to stand up from sitting posture. Walking motion mode is the power exoskeleton helps individuals with SCI to walk continuously or set steps with a predefined gait. Stand-to-sit motion mode is the power exoskeleton helps individuals with SCI to sit down from standing posture. To perform the three motion modes, the forearm crutches are required for supporting and balancing. Individuals with SCI can select the motion mode they intend to perform from the relative button of the remote controller embedded in the right-hand forearm crutch as shown in Fig. 1c and press the confirm button on the remote controller embedded in the left-hand forearm crutch as shown in Fig. 1d to execute the motion. As shown in Fig. 1c , button A is to sit-to-stand, button B is walking, and button C is stand-to-sit, respectively. For example, individuals with SCI presses button B on the right-hand forearm crutch to set the motion mode as walking, and the power exoskeleton will perform the walking motion after individuals with SCI presses the confirm button on the left-hand forearm crutch. Then individuals with SCI can stop walking by pressing the confirm button on the left-hand forearm crutch. Further, individuals with SCI can use the remote controller to lift the shanks at sitting posture for easily securing strap on the foot plate. For example, individuals with SCI can press the button C as shown in Fig. 1c to set the motion command as "lift the right shank up", and then press the confirm button to lift the right shank up. After securing the strap, individuals with SCI can press the button C twice to set the motion command as "put the right shank down", and then press the confirm button to put the right shank down. Figure 3 presents the mistake-proofing control flowchart so that the users can use the powered exoskeleton safely. Further, two safety functions are used to ensure the next step is safe to execute. One is to check the tilt angle and Fig. 3 Flow chart of the powered exoskeleton control algorism the angular velocity of the trunk of the user to ensure the center of mass is transferred well. The other is to check if the current of the motors is larger than the threshold when the swing leg collides with ground or the spasticity is too large to resist the motion. Moreover, the supporting part of the brace at each leg can be adjusted according to the shape of the user's limbs. Therefore, the user's limbs were not forced to fit the exoskeleton robot. This design prevented skin abrasions or pressure sore when using the exoskeleton robot to walk.
Safe to use
Burden-free to use
The control system and the power system are mounted at the waist mechanism. Users were not burdened with a backpack if they present impaired sensation over their trunk. Furthermore, the powered exoskeleton was designed for multiple users in a hospital or rehabilitation center. As shown in Fig. 4 , the size of the thigh, shank, and waist is adjustable. The powered exoskeleton has 2 torso braces to fix the patients' torso in the waist open/close mechanism by using the chest belt and waist belt. The torso braces are also used to help patients maintain an upright torso. Each leg has 3 braces, with 2 braces at the thigh and 1 brace at the shank. These braces support the patients' weight and carry the patients' legs during walking. The locations of the braces are also adjustable to suit different body types. In addition, the powered exoskeleton is equipped with a pair of sandal-type shoes; thus, patients can wear their own shoes and simply place them into the robot shoes. The sandal-type shoes are half-type shoes that facilitate the motion of the foot off the ground more easily. Also, the sandal-type shoe connects to the exoskeleton robot with a flexible support and a drivable and frictional ankle joint. The flexible support can be bent to keep the contact of the sandal-type shoe and ground when the user shifts his/her center of mass laterally. The drivable and fictional ankle joint can also fit to the inclination of ground and prevent the foot-drag. The detailed design of the powered exoskeleton is described in a patent [18] . 
Clinical study Participants
The inclusion criteria were as follows: 1) individuals with a thoracic or lumbar complete SCI, 2) the range of motion of the upper extremities should be within the normal range, 3) the strength of the upper extremities should be at least 5 (graded according to a manual muscle test), 4) ability to maintain the sitting position with hand support for ≥30 s without losing balance, and 5) ability to walk using a KAFO with a walker or forearm crutches. The exclusion criteria were as follows: 1) spasticity of the lower extremities > 3 (evaluated according to the Modified Ashworth Scale) [19] , 2) with a previous osteoporosis diagnosis, and 3) any recent musculoskeletal injury or fractures, open wounds, or contractures/deformities of the lower extremities that would affect wearing and walking with the powered exoskeleton.
Training protocol
An 8-week of gait training using the powered exoskeleton (1 h/session, 2 sessions/week) was provided to equip the participants with the skills required to perform sit-to-stand and walking. The training protocol is described in a previous study and is also illustrated in the Additional file 1 [20] .
The participants started the training by practicing sit-tostand movement. The emphasis was placed on learning proper trunk leaning and appropriate timing for crutchpushing, which refers to the pushing of the crutches to facilitate momentum transfer during the seat-off phase of sit-to-stand [21] . Before starting to walk, the participants had to first learn proper weight-shifting skills in anteroposterior and mediolateral directions while standing with the assistance of forearm crutches. Such training is essential to executing proper weigh-shifting to ensure continuous steps during walking. The individuals proceeded to practice, taking 1 or 2 steps at a time once they had learned weight-shifting skills.
A physical therapist provided verbal instruction to the participants throughout the practice sessions. Feedback from a postural mirror and video recordings were provided as necessary. To rapidly adapt to the powered exoskeleton, the participants practiced sit-to-stand and walking with parallel bars for additional assistance and stability before proceeding to the forearm crutches. By the end of 8-week training program, both participants could walk 6 steps with "supervision" by the physical therapist. By the time of the clinical evaluation, they could perform both sit-to-stand and walking with the powered exoskeleton with minimal assistance from the physical therapist.
Clinical evaluation
All clinical evaluation were administered before the training and after the 8 weeks of gait training program using the powered exoskeleton.
To ensure the participants did not have osteoporosis which might affect the gait training [22] , bone mineral density of the lumbar vertebrae and proximal femur was measured using dual-energy X-ray absorptiometry (Lunar iDXA, General Electric Company, USA). The timed up-and-go test [23] , 10-m walk test [24] , and 6-min walk test [25] were performed to evaluate the mobility performance of using the powered exoskeleton.
The timed up-and-go test has been shown to be a reliable and valid test for quantifying functional mobility in elderly people [23] . The timed up-and-go test is a clinical test for evaluating a person's mobility [23] . Specifically, it evaluates an individual's ability to stand, walk, turn, and sit. The completion of a series of such movements in a timely manner requires balance control. During the test, the participants were required to stand up, walk 3 m, turn, walk back, and sit down as quickly as possible. The time for completion of the test was recorded.
During the 10-m walk test, the participants walked for 10 m at a comfortable speed, and the time for completion of the test was recorded. They walked 2-3 steps before and after passing the start and end of the 10-m mark.
The 6-min walk test was used to evaluate the physical capacity and endurance of the participants when walking using a KAFO and the powered exoskeleton. During this test, the participants were required to continuously walk at their preferred speed with a KAFO and as quickly as they could manage with the powered exoskeleton for as far as possible in 6 min. A physical therapist walked behind the participant the whole time to supervise or provide assistance as necessary. The distance and number of steps completed by the participant over the 6 min were recorded.
All the tests were performed twice, once with a KAFO and once with the powered exoskeleton. In addition, to evaluate the device feasibility and safety, the following measurements were taken: time taken to don and doff the device, level of assistance required [26] , and the incidence of falls or loss of balance.
To prevent fatigue, evaluations were conducted on 2 consecutive days. Vital signs with the participants in a resting state were measured to ensure that the participants were in the same health condition while performing the tests. Because both of the participants used a walker to assist them with walking while wearing a KAFO on a daily basis, forearm crutches were not mandated while performing the timed up-and-go test, 10-m walk test, and 6-min walk test. Therefore, both of the participants used a walker for assistance while wearing a KAFO to perform the 3 tests. Their blood pressure and heart rate were measured before and after each test to ensure that the participants were in a stable condition before proceeding to the next test. To evaluate the level of exertion perceived by the participants using a KAFO and the powered exoskeleton, the rated perceived exertion (RPE) was obtained upon completion of the 6-min walk test.
Results
Two participants were included in this pilot study. The basic data before training was listed in Table 1 . Both participants were 2 men aged 38-40 years who had complete spinal cord injury between T4 and T10 (Grade A according to the American Spinal Injury Association Impairment Scale). This two participants had sufficient experience with walking regularly with a KAFO as their routine exercise for 30-60 min/session and at least 5 sessions/wk, for approximately 1-2 years before participating in this study. They continued their routine walking exercise with a KAFO throughout the powered exoskeleton gait training.
Feasibility and safety
With the open/closed design of the powered exoskeleton, users can independently transfer themselves in and out of the device. Both of the participants could don and doff the powered exoskeleton without any assistance. Both participants could don and doff the powered exoskeleton within 5 min, which was faster than using a KAFO ( Table 2 ). The results showed that the users could use the powered exoskeleton independently and don and doff the device in a timely manner, indicating that the device does not impose an additional time burden on the user. A main reason for giving up the use of long leg calipers is that putting them on is time consuming [27] . Thus, it is imperative that ease of use be considered when designing the assistive device.
Mobility and balance function
Both participants successfully completed sit-to-stand movements without any falls and level of assistance was lower when using the powered exoskeleton when compared to using a KAFO. Table 2 also presents the results of the timed up-and-go test, 10-m walk test, and 6-min walk test. In general, both participants completed all 3 functional tests faster when wearing the powered exoskeleton than when wearing a KAFO (i.e., approximately 1.2-3.5 times faster).
As shown in Table 2 , the participants completed the timed up-and-go test 2-fold faster when using the powered exoskeleton than when using a KAFO. The results Part of Motor Assessment Scale (Part III, the full score is 6, the higher score, the better sitting balance) suggest that the powered exoskeleton provides functional mobility to the user. The 10-m walk test evaluates an individual's walking ability. The participants are required to walk in a straight line as quickly as possible. The test results thus reflect an individual's steady walking performance. Overall, the participants in the present study walked 2-3-fold faster when using the powered exoskeleton than when using a KAFO (Table 2) .
Endurance and perceived exertion
The participants' endurance while wearing the powered exoskeleton was evaluated through the 6-min walk test. Both participants successfully completed the test without any discomfort. During the test, the distance covered and walking speed were 2-3-fold longer and faster, respectively, when using the powered exoskeleton than when using a KAFO (Table 2 ). Both participants perceived lower exertion during the 6-min walk test while using the powered exoskeleton (RPE: 5-6) than while using a KAFO (RPE: 8).
Discussion
We evaluated the feasibility and safety of the powered lower limb exoskeleton robot in this study. The results showed that our newly developed powered lower limb exoskeleton robot prototype assisted the individuals with SCI accomplishing functional activities such as sit-tostand and walking safely and independently. The users did not report any discomfort or adverse effects such as skin abrasions. The users provided positive feedback after using the device, including greater ease with donning and doffing and lower perceived exertion when using the powered exoskeleton than when using a KAFO.
The major concern for users is the safety of the exoskeleton robot. Overall, a zero fall incidence was reported while walking with both the powered exoskeleton and a KAFO. In addition, the users reported no adverse effects, such as skin abrasions, during training or testing. A notable feature of the design of the powered exoskeleton is the remote control embedded underneath the crutches, which promotes user independence. The participants could easily initiate and terminate movements such as sit-to-stand and walking by using the remote control. These findings suggest that the powered exoskeleton is a safe and practical device that can assist people with SCI in completing activities of daily living.
For individuals with SCI, bone mineral density loss has been reported as a complication because of the lack of stimulation from weight-bearing activities after injury onset [28, 29] . In the current study, we monitored the bone mineral density of the participants before and after training. The bone mineral densities demonstrated an increasing trend implying a potential training benefit of the powered exoskeleton for people with SCI. Long-term follow-up of the progression of changes in bone density is required in order to determine the training effect of the powered exoskeleton on bone health.
The timed up-and-go test is a clinical functional test for evaluating a person's mobility. [23] Our study shows that the individuals with a complete SCI completed the timed up-and-go test 2-fold faster when using the powered exoskeleton than when using a KAFO. The results suggest that the powered exoskeleton provides functional mobility to the user. Additional studies should evaluate whether users have greater dynamic balance control when using the powered exoskeleton than when using a KAFO by investigating the smoothness of the walking pattern during the timed up-and-go test. These findings suggest that compared with current standard assistive walking devices, such as KAFOs, the powered exoskeleton can assist people with complete SCI to achieve efficient functional walking without imposing additional energy demands.
The challenge of control the initiation and termination of any powered exoskeleton movement is that the individuals with SCI needs to press the controller bottoms and still needs their hands to hold on to the forearm crutches to maintain their upright balance. This is a multitasking condition and could be difficult for the individuals with poor upright balance [30] . Our design of controller bottoms can resolve this dilemma because the remote controllers were embedded in the handle part of the forearm crutches for each hand. The individuals with SCI did not need to free one hand to press the controller bottoms on a watch or a wrist band. Therefore, they could easily start/stop the powered exoskeleton without looking at the bottoms, nor stop walking so that their upright balance was not compromised during the manipulations of the controller bottoms.
In summary, we provided a standard training procedure for using the powered exoskeleton to help participants acquire the skills required for performing functional activities such as sit-to-stand and walking. This is the first study to establish a standard training protocol using the powered lower limb exoskeleton robot. Future studies should recruit more participants to evaluate the practicability of the training protocol.
Conclusions
The safety, feasibility, and mobility of our newly developed powered lower limb exoskeleton robot were evaluated in this study. The findings demonstrate that individuals with complete SCI can independently don and doff the powered exoskeleton and can perform sitto-stand and walking faster and with lower exertion than they can when using a KAFO. No adverse effects, such as skin abrasions, or discomfort, were reported by the participants while using the powered exoskeleton. These findings suggest that the powered exoskeleton is safe, easy to use, and can assist individuals with SCI in efficiently accomplishing daily functional activities. Moreover, during an interview at the end of training, one participant mentioned that he felt that it gradually became easier for him to pass stool manually after constantly walking using the powered exoskeleton, which is an interesting finding that should be further investigated.
